
Schluter®-KERDI-SHOWER Trays
For KERDI-DRAIN and KERDI-LINE/-VARIO



Features of Schluter® Shower Trays

Waterproof
Integrated waterproofing provides premium 
protection against leaks, mold, and mildew

Light
Made of lightweight expanded polystyrene  
for easy handling and installation

Thin
KERDI-SHOWER-TT trays feature a thinner 
perimeter height to simplify curbless shower designs

Strong
Improved compressive strength for superior 
support, even with small format tile



Showers with KERDI-DRAIN point drain

1" (25 mm)

1" (25 mm)

29/32" (23 mm)

29/32" (23 mm) 7/8" (22 mm)

1-1/32" (26 mm)

36" x 36" (91 cm x 91 cm)

38" x 38" (97 cm x 97 cm)38" x 38" (97 cm x 97 cm)

36" x 48" (91 cm x 122 cm)32" x 38" (81 cm x 97 cm)

48" x 48" (122 cm x 122 cm)

KERDI-SHOWER-TT 
Tray with thin perimeter and center drain placement, as well as a neo-angle option

Ideal for curbless showers!

KST1220BF

KST965NA/BFKST965BF

KST915/1220BF 

KST965/810BF
KST915BF

NOTE: Neo angle tray 
features off-center drain 
placement: 12" (30.5 cm) 
from the 38" sides  
of the tray.

20" (51 cm)

20" (51 cm
)

25-7/16" (65 cm
)



  1-1/4" (32 mm)1-3/16" (30 mm)

1-1/4" (32 mm)1-3/32" (28 mm)1-1/8" (29 mm)

1-1/8" (29 mm)

38" x 60" (97 cm x 152 cm)

38" x 60" (97 cm x 152 cm)

48" x 72" (122 cm x 183 cm)48" x 60" (122 cm x 152 cm)

72" x 72" (183 cm x 183 cm)60" x 60" (152 cm x 152 cm)

KERDI-SHOWER-TS
Standard tray with off-center drain placement

KERDI-SHOWER-T 

Standard tray with center drain placement 

KST965/1525

KST1525

KST965/1525S

KST1220/1525 

KST1830

KST1220/1830

NOTE: Tray features off-center 
drain placement: 10" (25.4 cm) 
from the end of the tray.



Showers with KERDI-LINE or KERDI-LINE-VARIO linear drain

1-1/4" (32 mm)

1-21/32" (42 mm)

1-5/8" (41 mm)

1-13/16" (46 mm) 2" (50 mm)

1-3/8" (34 mm) 1-7/16" (36 mm)

39" x 39" (100 cm x 100 cm)

39" x 39" (100 cm x 100 cm)

36" x 55" (91 cm x 140 cm)

76" x 38" (193 cm x 97 cm)

48" x 48" (122 cm x 122 cm)

48" x 48" (122 cm x 122 cm)

55" x 55" (140 cm x 140 cm)

55" x 55" (140 cm x 140 cm)

KERDI-SHOWER-LT 
Allows for the installation of a center drain

KERDI-SHOWER-LTS 
Accommodates the installation of the drain along the perimeter of the shower

 

KSLT1395

KSLT1000

KSLT1000S

KSLT915/1395S

KSLT1930/965S

KSLT1220

KSLT1220S

KSLT1395S

2" (50 mm)
2-5/16" (58 mm)

36" x 72" (91 cm x 183 cm)

KSLT915/1830S

2-3/8" (60 mm)

38" x 76" (97 cm x 193 cm)

KSLT965/1930S



KERDI-BOARD 
Waterproof building panel 

KERDI-LINE                   KERDI-LINE-VARIO
Linear drains

KERDI-DRAIN
Point drain

KERDI 
Waterproofing membrane

KERDI-BOARD-SN  
Prefabricated shower niche

KERDI-BOARD-SB  
Prefabricated shower bench

KERDI-BOARD-SC  
Prefabricated shower curb
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Function meets beauty with the 
complete Schluter® Shower System
Integrated family of products that form a fully bonded, watertight assembly for tiled showers.
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KERDI-BOARD-SNLT  
Prefabricated shower niche  
with LIPROTEC LED lighting
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Schluter Systems L.P.  194 Pleasant Ridge Rd. | Plattsburgh, NY | 12901-5841 800-472-4588 800-477-9783
        Schluter Systems (Canada) Inc.  21100 chemin Ste-Marie | Ste-Anne-de-Bellevue, QC | H9X 3Y8 800-667-8746 877-667-2410

schluter.com


