PART 1 GENERAL

1.1 SECTION INCLUDES

A. Finishing and edge-protection profiles for walls and countertops.

B. Setting materials: adhesives, mortars, grouts, and sealants.

1.2 RELATED SECTIONS

A. Section 03 30 00 - Cast-in-Place Concrete.

B. Section 05 55 00 - Metal Stair Treads and Nosings.

C. Section 06 10 00 - Rough Carpentry.

D. Section 07 90 00 - Joint Protection.

E. Section 09 29 00 - Gypsum Board.

F. Section 09 30 00 - Tiling.

G. Section 09307 - Tile Shower Components and Waterproofing Membrane. Shower trays, curbs, ramps, bench, niche, sealing compound, waterproofing membrane, drainage panels, drainage membrane compatible with floor drains.

H. Section 10 26 13 - Corner Guards.

I. Section 22 30 00 - Plumbing Equipment.

J. Section _____ - Radiant Heating Units: electric cables, electric mats, and hydronic piping.

1.3 REFERENCES

A. CSA B79-08: Floor, Area, and Shower Drains, and Cleanouts for Residential Construction.


1.4 SUBMITTALS

A. Submit under provisions of Section 01 30 00.

B. Product Data: Manufacturer’s data sheets on each product to be used, including:
1. Preparation instructions and recommendations.
2. Storage and handling requirements and recommendations.
3. Installation methods.

C. Verification Samples: For each finish product specified, two samples, minimum size 6 inches (150 mm) long, representing actual product, color, and finish.

D. Manufacturer's Certificates: Certify products meet or exceed specified requirements.

1.5 QUALITY ASSURANCE

A. Installer Qualifications: Company specializing in performing the work of this section with minimum five years experience.

B. Source Limitations for Setting Materials and Accessories: Obtain product of a uniform quality for each application condition from a single manufacturer.

C. Mock-Up: Provide a mock-up for evaluation of surface preparation techniques and application workmanship.
   1. Finish areas designated by Architect.
   2. Do not proceed with remaining work until workmanship, color, and sheen are approved by Architect.
   3. Refinish mock-up area as required to produce acceptable work.

D. Preinstallation Conference: Conduct conference at the Project site.
   1. Convene one week prior to commencing work of this section.
   2. Require attendance of installation material manufacturer, tile supplier, tile installer and installers of related work. Review installation procedures and coordination required with related work.
   3. Meeting agenda includes but is not limited to:
      a. Surface preparation.
      b. Tile and installation material compatibility.
      c. Edge protection, transition and pre-fabricated movement joint profiles.
      d. Waterproofing techniques.
      e. Crack isolation techniques.

1.6 DELIVERY, STORAGE, AND HANDLING

A. Store products in manufacturer's unopened packaging until ready for installation.

B. Protect materials from exposure to moisture. Do not deliver until after wet work is complete and dry.

C. Store materials in a dry, warm, ventilated weathertight location.

1.7 PROJECT CONDITIONS

A. Maintain environmental conditions (temperature, humidity, and ventilation) within limits recommended by manufacturer for optimum results. Do not install products under environmental conditions outside manufacturer's absolute limits.

1.8 COORDINATION

A. Coordinate Work with other operations and installation of floor finish materials to avoid damage to installed materials.

PART 2 PRODUCTS
2.1 MANUFACTURERS


C. Requests for substitutions will be considered in accordance with provisions of Section 01 60 00.

2.2 SETTING MATERIALS

Schluter®-SET

1. Description: premium unmodified sag-resistant thin-set mortar specifically formulated for use with Schluter membranes and boards. Schluter®-SET is suitable for use with ceramic, porcelain, and stone tile, including large and heavy tile, in conjunction with Schluter®-Systems’ uncoupling and waterproofing membranes. Meets the requirements of ANSI A118.1T.

2. Color:
   a. White.
   b. Grey.

Schluter®-ALL-SET

1. Description: specialized sag-resistant modified thin-set mortar specifically formulated for use with Schluter membranes and boards. It is engineered for use both under and over all DITRA and KERDI products. ALL-SET is suitable for use with ceramic, porcelain, and stone tile, including large and heavy tile, in conjunction with Schluter®-Systems’ uncoupling and waterproofing membranes. Meets the requirements of ANSI A118.4T, A118.11, and A118.15T.

2. Color:
   a. White.
   b. Grey.

Schluter®-FAST-SET

1. Description: specialized rapid-setting sag-resistant modified thin-set mortar specifically formulated for use with Schluter membranes and boards. It is engineered for use both under and over all DITRA and KERDI products. FAST-SET is suitable for use with ceramic, porcelain, and stone tile, including large and heavy tile, in conjunction with Schluter®-Systems’ uncoupling and waterproofing membranes. Meets the requirements of ANSI A118.4TF, A118.11, and A118.15TF.
2. Color:
   a. White.
   b. Grey.

PART 3 EXECUTION

3.1 EXAMINATION
   A. Do not begin installation until substrates have been properly prepared.
   B. If substrate preparation is the responsibility of another installer, notify Architect of unsatisfactory preparation before proceeding.

3.2 PREPARATION
   A. Clean surfaces thoroughly prior to installation.
   B. Prepare surfaces using the methods recommended by the manufacturer for achieving the best result for the substrate under the project conditions.

3.3 INSTALLATION
   A. Install in accordance with manufacturer's instructions.

3.4 PROTECTION
   A. Protect installed products until completion of project.
   B. Touch-up, repair or replace damaged products before Substantial Completion.

END OF SECTION