**KERDI-DRAIN Shower Checklist**

**Project reference:**

---

**FOOTPRINT & BASE**

**Measurement of Shower**

Length: _____  Width: _____  Drain placement: [ ] Center  [ ] Other

**Pre-sloped KERDI Shower Tray**

- [ ] 38” x 60”  (KST1525)
- [ ] 48” x 60”  (KST1220/1625)
- [ ] 48” x 72”  (KST1220/1830)
- [ ] 60” x 60”  (KST1525)

**CURBS**

- [ ] 38” L x 4-1/2” W x 6” H  (KBS115150070)
  Qty: _____
- [ ] 60” L x 4-1/2” W x 6” H  (KBS115150122)
  Qty: _____

**Ramp**

- [ ] 48” L x 15-7/8” W x 1-1/2” H  (SR122)
  Qty: _____

**WALLS**

**Measurement of Walls**

Wall #1: ____ x ____ = ____  Wall #2: ____ x ____ = ____

Wall #3: ____ x ____ = ____  Wall #4: ____ x ____ = ____

Wall #5: ____ x ____ = ____  Total ft² = ________

**Type of Wall and Waterproofing**

- [ ] 3a. Solid backing with KERDI  or  [ ] 3b. Waterproof building panel
  - [ ] Dry wall
  - [ ] Concrete board
  - [ ] KERDI membrane
    - [ ] 3’-3” x 16’-6” (54 ft²)  (KERF0005/5M)
    - [ ] 3’-3” x 23’ (75 ft²)  (KERF0005/7M)
    - [ ] 3’-3” x 33’ (108 ft²)  (KERF0005/10M)
    - [ ] 3’-3” x 65’-7” (215 ft²)  (KERF0005/210M)
    - [ ] 3’-3” x 98’-5” (323 ft²)  (KERF0005/323M)
    - [ ] 6’-7” x 98’-5” (564 ft²)  (KERF0005/564M)

**KERDI-BAND**

5” wide - used to connect KERDI membrane or KERDI-BOARD with 2” overlap

Linear feet wall seams: ________  Linear feet pan seams: ________

**KERDI-KERECK**

(waterproof corners)

- [ ] Drain Kit includes 4 inside and 2 outside corners
- [ ] Inside corners: [ ] (KERKEF12 - 2 pack or KERKEF116 - 10 pack)
- [ ] Outside corners: [ ] (KERKEF14 - 2 pack or KERKEF1A10 - 10 pack)

**KERDI-SEALS**

(waterproof seals)

- [ ] Drain Kit includes 1 pipe seal with 3/4” opening and 1 mixing valve seal
  - [ ] Pipe seal: [ ] (MBS18/12 - 1/2” opening or MBS18/20 - 3/4” opening)
  - [ ] Mixing valve seal: [ ] (MBS10/14 - 1/2” opening)

**OPTIONAL: KERDI-FIX**

- [ ] 290 ml KERDI-FIX/EB (White bright)
- [ ] 290 ml KERDI-FIX/G (Gray)
- [ ] 100 ml KERDI-FIX/100G (Gray)

---

**DRAIN**

**Flange Selection**

- [ ] ABS 2" (KD2FKLABS)
- [ ] PVC 2" (KD2FKPV)
- [ ] ABS 3" (KDF3LFK)
- [ ] PVC 3" (KDF3FKPV)
- [ ] ABS 2" Horizontal (KDF2HFLK)
- [ ] PVC 2" Horizontal (KDF2HFLPK)
- [ ] Stainless Steel 2" (KD3FLK)
- [ ] Stainless Steel 3" (KD3FLK)
- [ ] Stainless Steel 2½" (KD35FLK)
- [ ] Stainless Steel 3½" (KD35FLK)
- [ ] Stainless Steel 4" (KD4FLK)

**Adaptor Kits**

- [ ] 5-1/4” Adaptor Kit (KDS5FKLABS)
- [ ] 7-1/2” Adaptor Kit (KDA7FK)

**Grate Selection**

**4” GRATES**

- [ ] Stainless Steel Design 1
  - [ ] KDF4GRKABE
  - [ ] KDF4GRKABE5
  - [ ] KDF4GRKABE10
  - [ ] KDF4GRKABE15

- [ ] Brushed Anodized Aluminum Design 2
  - [ ] KD4GRKCRDBE
  - [ ] KD4GRKCRDBE5
  - [ ] KD4GRKCRDBE10
  - [ ] KD4GRKCRDBE15

- [ ] Brushed Stainless Steel Curve
  - [ ] KDF4GRKBERDBE
  - [ ] KDF4GRKBERDBE5
  - [ ] KDF4GRKBERDBE10
  - [ ] KDF4GRKBERDBE15

- [ ] Brushed Stainless Steel Flat
  - [ ] KDF4GRKBE5
  - [ ] KDF4GRKBE10
  - [ ] KDF4GRKBE15

**8” GRATES**

- [ ] Stainless Steel
  - [ ] KDF8GKBE
  - [ ] KDF8GKBE5
  - [ ] KDF8GKBE10
  - [ ] KDF8GKBE15

---

**ACCESSORIES**

**KERDI-BOARD Benches**

- [ ] Note: Waterproofing corners are included:
  - [ ] 16” L x 16” W x 20” H  (KBE814070A)
  - [ ] 24” L x 24” W x 20” H  (KBE818070A)

**KERDI-BOARD Niches**

- [ ] 12” W x 6” H  (KBE5080505)
  - [ ] 12” W x 12” H  (KBE50120505)
  - [ ] 12” W x 20” H - with shelf  (KBE50120505S)
  - [ ] 12” W x 28” H - with shelf  (KBE501205711A)

**KERDI-BOARD to Make a Custom Bench**

- [ ] 96” x 24-1/2” x 2”  (KBE8024502440)

**KERECB Bench/Neo-angle Corner Kit**

- [ ] 1 right and 1 left bench corner, and two 135° inside corners  (KERS8135K)

---

**IMPORTANT: Please read the Schluter®-Shower System Installation Handbook and View installation videos at: www.schluter.com**

Notes:

- Be sure to order enough KERDI membrane to cover the surface of the mortar bed.
- KERDI-Shower Tray can be installed over drywood, OSB, or concrete.
Measurement of Shower
Length: _______ Width: _______ Drain placement: [ ] Center [ ] Other

1. Pre-sloped KERDI Shower Tray or [ ] Mortar Bed
Note: Trays can be modified by cutting or extending with dry-pack mortar.

- 39” x 39” (KSLT915/1395S)
- 36” x 72” Perimeter (KSLT915/1500S)
- 55” x 55” (KSLT1395/1395)
- 76” x 39” Perimeter (KSLT1930/965S)
- 55” x 48” (KSLT1220S)
- 48” x 48” Perimeter (KSLT1220S)
- 36” x 55” Perimeter (KSLT1000S)

2. Curb
- 38” L x 4 1/2” W x 6” H (KBCC1151501524)
- 48” L x 4 1/2” W x 6” H (KBCC1151501220)
- 60” L x 4 1/2” W x 6” H (KBCC1151501020)

3. Type of Wall and Waterproofing
   [ ] Dry wall
   [ ] Concrete board
   □ KERDI membrane
     - 3’3” x 16’-5” (54 ft²) (KERD2000/96)
     - 3’3” x 23’ (75 ft²) (KERD2000/75)
     - 3’3” x 33’ (108 ft²) (KERD2000/108)
     - 3’3” x 65’-7” (215 ft²) (KERD2000/215)
     - 3’3” x 88’-5” (323 ft²) (KERD2000)
     - 6’-7” x 98’-5” (846 ft²) (KERD2000/2040)

4. KERDI-BAND
   - 5” wide - used to connect KERDI membrane or KERDI-BOARD with 2” overlap
   - Linear feet wall seams: _______ 
   - Linear feet pan seams: _______

5. KERDI-KERECK
   - Inside corners: ______________________
   - Outside corners: ______________________

6. KERDI-SEALS
   - Linear foot wall seams: _______
   - Linear foot pan seams: _______

7. DRAIN
   [ ] Center outlet
   [ ] Off-set outlet
   [ ] Ramp
   Note: The stated length of the KERDI-LINE is the size of the grate assembly, the actual opening must be 1” larger all around to accommodate the channel body flange.

- 39-3/8” (KLV1620S)
- 39-3/8” (KLV1830S)
- 43-5/8” (KLV18120S)
- 51-3/16” (KLV18120S)
- 55-1/8” (KLV18120S)

8. grate selection
   [ ] Closed
   [ ] Tileable
   - Brushed stainless steel (EB)
   - Chrome (EP)
   - Tileable

9. Accessories
   All accessories such as benches and niches can be selected on the other side of this page.

OPTIONAL: KERDI-FIX (sealing and bonding compound)
- 290 ml KERDIFIX/BW (bright white)
- 290 ml KERDIFIX/G (Grey)
- 100 ml KERDIFIX/100G (Grey)

View installation videos at: www.schluter.com

*Applicable when used as a Thin-Set System. For full warranty details, please visit www.schluter.com/warranty